
Water Proof Junction Box to be supplied by Contractor

Notice to Installer.
1. A level surface MUST be provided for proper installation.
2. A separate water proof wiring box for power connection must be provided (by others)
3. Fixtures may be damaged if connected to a system that contains water.

    moisture may contact energized live parts. These requirements must be strictly adhered to.

Water intrusion can be prevented by following simple drainage measures. 

   of the cavity to a drainage area.

  the incoming power cord.

  and do not have residue or sand on them.
*No silicon, glue or sealant should be used on the gaskets.

* Make sure all screws and nuts are properly tightened to stop water intrusion

Close adherence to the installation procedure and ensuring that the above conditions are fully complied with, is critical for a successful

Please note that none compliance of the above instructions will void the guarantee provided by the factory.

www.ligmanlightingusa.com

KIOS HP LED Inground Round and Square
  Install Sheet

NOTE : IT IS THE INSTALLERS RESPONSIBILITY TO MAKE SURE THE FIXTURE IS PROPERLY CLOSED 
              AND ALL SEALING SCREWS AND NUTS PROPERLY TIGHTENED.

driver

a torque wrench set to 30 inch pounds must be used to tighten 

LIGHTING USA

***NOTE: A proper torque screwdriver set at 30 inch pounds, must be used to tighten all screws securing the 
housing to the recessing box, as well as fastening the body and frame. Torque screwdrivers can be purchased at
Ligman Lighting USA



Torque Screwdriver set to 30 in-lb
Torque Screwdriver 30 in-lb

Torque Screwdriver 30 in-lb

Torque Screwdriver 30 in-lb Torque Screwdriver 30 in-lb

Torque Screwdriver 30 in-lb

Torque Screwdriver 30 in-lb

REQUIRED: ROUND KIOS

SQUARE KIOS
Torque Screwdriver 30 in-lb
REQUIRED:
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