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For Installation of Vancouver 20, 21, 22, 23 Light Column RGBW.
Model. UVA-20151,UVA-20161,UVA-20171,UVA-20181

   PRODUCT DRAWING (DIMENSIONS) SUITABLE FOR WET LOCATIONS

INSTALLATION AND SERVICE MANUAL
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UVA-20151

Notice to installer :
1.WIRING INSTRUCTIONS Warning : RISK OF FIRE AND ELECTRICAL SHOCK. : FIXTURE MUST BE INSTALLED BY
   A QUALIFIED ELECTRICIAN ONLY>FIXTURE IS INTENDED FOR INSTALLATION IN ACCORDANCE WITH THE NATIONAL
   ELECTRICAL CODE, LOCAL AND FEDERAL CODE SPECIFICATIONS. DISCONNECT POWER BEFORE SERVICING.
2.This fixture has a VOLTAGE SPECIFIC BALLAST,Check that the supply voltage is the same as the installed ballast voltage.

UVA-20161 UVA-20171 UVA-20181

UVA-20161 UVA-20171 UVA-20181



ADAPTER 12VDC POWER SUPPLY
(COME WITH CONTROLER)

CABLE+CONNECTOR
MALE AND FEMALE

 BETWEEN DMX CONTROLLER
AND LUMINAIRE

(A64091)

20m.CABLE+FEMALE
CONNECTOR FOR MAIN

(A63491)

20m. SIGNAL LINE MALE
AND FEMALE CONNECTOR
LUMINAIRE
(A63891)

DMX CONTROLLER
A60491
A60691
A65091

1m. CABLE+MALE
CONNECTOR

 (A62991-01)

10m. CABLE FOR LUMINAIRES
(LCC0053001)

PC

WIRING DIAGRAM RGBW SYSTEM

MAX LUMINAIRES : 30 LUMINAIRES
MAX CABLE LENGTH : 100 M. FOR NOCOLUADIE

MAX LUMINAIRES : 30 LUMINAIRES
MAX CABLE LENGTH : 400 M. FOR PHAROS

 1  2  3  4  5  6

SIGNAL LINE
MALE CONNECTOR
FOR LUMINAIRES
(A63591)

MAIN LINE
MALE CONNECTOR

FOR LUMINAIRES
(A63391)

110-277Vac.

3 4

Connect Power
and Ground Wire
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